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BOX OUT FOR STUMPS
REFER 03/SR.7.08

SAWCUT, ALIGN WITH STUMP BOX OUT

PREPARED AREA TO WICKET PERIMETER AS REQUIRED BY COUNCIL REPRESENTATIVE

3mm WIDE x 15mm
DEEP SAWCUT 150

300 x 150mm FULL DEPTH BOX
OUT FOR STUMPS, FILL WITH
WASHED SAND

125mm THICK 25MPa REINFORCED CONCRETE.

SL72 REINFORCING MESH WITH MIN. 50mm
COVER ALL ROUND.

75mm DEPTH CLASS 2 (20mm) FCR BASE WITH 75mm
OVERHANG. COMPACTED TO 95% MDD.

POLYETHYLENE MEMBRANE DAMP PROOF LINING TO
BASE OF CONCRETE.

COMPACTED SUBGRADE

PREPARED AREA TO PERIMITER OF CRICKET WICKET.
50mm DEPTH BELOW FINISHED LEVEL.
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CRICKET WICKET DETAIL
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QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

SPORTING OVALS WITH CRICKET FACILITIES

PRODUCT: NOT APPLICABLE
SUPPLIER: NOT APPLICABLE
MATERIAL AND
FINISH:

STANDARD GREY CONCRETE WITH BASALT AGGREGATE, SMOOTH
TROWEL OR HELICOPTER FINISH.
SYNTHETIC TURF TO BE 19mm SHORT PILE.

FIXING / FOOTING: SYNTHETIC TURF TO BE FIXED TO MANUFACTURER'S
SPECIFICATION

ADDITIONAL OPTIONS: NOT APPLICABLE
AUSTRALIAN
STANDARDS:
STANDARD DRAWING
CROSS REFERENCES:

04 CRICKET WICKET - PLAN
SCALE: 1:100 @ A4

01 CONCRETE WICKET - SECTION
SCALE: 1:50 @ A4

02 SAWCUT - SECTION
SCALE: 1:10 @ A4 03 BOX OUT - SECTION

SCALE: 1:10 @ A4
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