
TREE PROTECTION ZONE BASED ON BRITISH
STANDARD 5837

TREE PROTECTION ZONE (TPZ)

ADDITIONAL 1.0 METER OUTSIDE CROWN AS
SPECIFIED BY COUNCIL GUIDELINES

TREE TRUNK

OUTLINE OF CROWN

NOTE: THE TPZ IS A SHAPE DEFINED BY A
CIRCLE, WHOSE CENTRE POINT IS THE
CENTRE OF THE TREE TRUNK AT GROUND
LEVEL, AND WHOSE RADIUS IS EQUAL TO
HALF THE HEIGHT OF THE TREE OR HALF THE
CROWN WIDTH (WHICH EVER IS GREATER)
PLUS THE TREE CANOPY PLUS ONE METRE.

CANOPY CALCULATION = VERTICAL OUTLINE OF
CROWN PLUS 1.0 METER.
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RADIUS CALCULATION = HALF THE HEIGHT OR HALF THE WIDTH
(WHICH EVER IS GREATER).
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QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

ALL TREES BEING RETAINED WITHIN, OR IN CLOSE PROXIMITY TO
A CONSTRUCTION OR DEVELOPMENT SITE. AS DIRECTED BY THE
COUNCIL REPRESENTATIVE.

PRODUCT: NOT APPLICABLE
SUPPLIER: NOT APPLICABLE
MATERIAL AND
FINISH:

NOT APPLICABLE

FIXING / FOOTING: NOT APPLICABLE
ADDITIONAL OPTIONS: NOT APPLICABLE
AUSTRALIAN
STANDARDS:

AS 4970 PROTECTION OF TREES ON DEVELOPMENT SITES

STANDARD DRAWING
CROSS REFERENCES:

SDL.1.02 - TPZ FENCE AND SIGN

01 TREE PROTECTION ZONE
SCALE: 1:200 @ A4
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