
THIS SYMBOL SHALL BE MARKED ON THE
FACE OF THE KERB IMMEDIATELY ABOVE THE
POSITION WHERE A WATER SERVICE CONDUIT
IS PLACED ACROSS THE ROADWAY.

THIS SYMBOL SHALL BE MARKED ON
THE FACE OF THE KERB IN LINE WITH
THE POSITION WHERE A PROPERTY
STORMWATER CONNECTION IS
PROVIDED TO AN UNDERGROUND
STORMWATER PIPE OR PIT.

THIS SYMBOL SHALL BE MARKED ON THE
FACE OF THE KERB IMMEDIATELY ABOVE
THE POSITION WHERE A GAS SERVICE
CONDUIT IS PLACED.

THIS SYMBOL SHALL BE MARKED ON THE
FACE OF THE KERB IMMEDIATELY ABOVE THE
POSITION WHERE AN ELECTRICAL SERVICE
CONDUIT IS PLACED.

THIS SYMBOL SHALL BE MARKED ON THE
FACE OF THE KERB IMMEDIATELY ABOVE THE
POSITION WHERE A TELECOMMUNICATIONS
SERVICE CONDUIT IS PLACED.

THIS SYMBOL SHALL BE MARKED ON THE
FACE OF THE KERB IMMEDIATELY ABOVE THE
POSITION WHERE A RECYCLED WATER
SERVICE CONDUIT IS PLACED.
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NOTES:
1. WIDTH AND DEPTH OF LETTERS TO BE 2-5mm.


