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CONCRETE SPOON DRAIN DETAIL
SDL.4.01

A

01 CONCRETE PATH AND SPOON DRAIN - SECTION
SCALE: 1:20 @ A4

WIDTH VARIES

FSL

400

2% FALL

50

QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

SUBSOIL DRAINAGE IN PARKS AND PLAYGROUNDS, AS DIRECTED
BY THE COUNCIL REPRESENTATIVE.

PRODUCT: CONTRACTOR TO NOMINATE
SUPPLIER: CONTRACTOR TO NOMINATE
MATERIAL AND
FINISH:

300mm WIDE DEPRESSION WITH 50mm LIP CONCRETE SPOON
DRAIN

FIXING / FOOTING: NOT APPLICABLE
ADDITIONAL OPTIONS: NOT APPLICABLE
AUSTRALIAN
STANDARDS:
STANDARD DRAWING
CROSS REFERENCES:

SDL.3.01 - CONCRETE PATH

COMPACTED SUBGRADE

75mm DEPTH CLASS-2 20mm FCR
BASE WITH 50mm OVERHANG

TOPSOIL BACKFILL AND GRASS (AS
REQUIRED) TO MATCH EXISTING

125mm THICK 25MPa CONCRETE
REINFORCED WITH SL72 MESH,
CENTRALLY PLACED. BROOM FINISH
WITH SAW CUTS AT 1.5m OR 2.5m
CENTRES (AS REQUIRED)

300mm WIDE DEPRESSION WITH
50mm LIP CONCRETE SPOON DRAIN.
30mm INVERT TO DRAINAGE OUTLET
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10mm EXPANSION JOINT WITH
SEALANT

N12 DOWEL BARS, 450mm
LONG AT 400mm CENTRES
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