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VARIES

TYP. 1200

CULTIVATED SUBGRADE

1800 x 38 x 38mm
HARDWOOD STAKES

PLANTED GARDENBED

FOLD HESSIAN OVER TOP AND
OVERLAP, STAPLE OVERLAP TO
TIMBER STAKE.

HESSIAN

STAPLE HESSIAN AT 300mm
CENTRES AT EACH TIMBER
STAKE

WRAP ENDS OF HESSIAN
AROUND STAKE AND STAPLE
BOTH SIDES.
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TEMP HESSIAN/ BUNTING FENCE DETAIL
SDL.2.16

A

01 TEMP HESSIAN/ BUNTING FENCE - SECTION
SCALE: 1:40 @ A4

QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

TO BE CONFIRMED WITH COUNCIL REPRESENTATIVE

PRODUCT: 1100mm HIGH TEMP HESSIAN FENCE
SUPPLIER: CONTRACTOR TO NOMINATE
MATERIAL AND
FINISH:

1800 x 38 x 38mm HARDWOOD TIMBER STAKES

FIXING / FOOTING: INGROUND CONCRETE FOOTING
ADDITIONAL OPTIONS: NOT APPLICABLE
AUSTRALIAN
STANDARDS:
STANDARD DRAWING
CROSS REFERENCES:


	Sheets and Views
	SDL.2.16


