
FALL ZONE

FSL

GEOTEXTILE FABRIC TO BASE OF SOFT
FALL MULCH AREA
MINIMUM 1:80 FALL TOWARDS
SUB- SURFACE DRAINAGE

EXISTING SUBGRADE

10mm RADIUS TO EXPOSED EDGE

L8TM2 TRENCH MESH CENTRALLY PLACED
ALONG FULL LENGTH OF  THICKENING,
50mm COVER ALL ROUND TIED TO
FOOTPATH REINFORCING

200mm WIDE x 300mm DEEP CONCRETE
EDGE THICKENING

75mm DEEP CLASS2 20mm FCR
WITH MINIMUM 50mm OVERHANG

MINIMUM 300mm DEPTH ORGANIC
SOFT FALL MULCH
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FALL ZONE

15mm THICK COLOURED EPDM
WEARING COURSE AS SPECIFIED,
TURN DOWN CONTINUED TO SUB
BASE FCR.

SBR RECYCLED RUBBER IMPACT
ATTENTUATION BASE UNDERLAY.
THICKNESS VARIES TO COMPLY WITH
AS 4422

SOFTFALL MULCH

50mm DEPTH COMPACTED
CLASS 2 FCR

COMPACTED SUBGRADE

100mm THICK 25MPa CONCRETE
BASE SLAB
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FALL ZONE

RUBBER IMPACT ATTENTUATION
BASE UNDERLAY. THICKNESS VARIES
TO COMPLY WITH AS 4422.
15MM THICK COLOURED EPDM
WEARING COURSE AS SPECIFIED.
100mm THICK 25MPa CONCRETE
BASE SLAB.

DOWELLED ISOLATION JOINT
BETWEEN NEW AND EXISTING
CONCRETE.

50mm DEPTH CLASS2 FCR SUBBASE

EXISTING 125mm THICK
REINFORCED CONCRETE PAVING

COMPACTED SUBGRADE

FALL
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EXISTING 125mm THICK
REINFORCED CONCRETE
PAVING

SOFTFALL MULCH300
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QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

TO BE CONFIRMED WITH COUNCIL REPRESENTATIVE

PRODUCT: CONTRACTOR TO NOMINATE
SUPPLIER: CONTRACTOR TO NOMINATE
MATERIAL AND
FINISH:

ORGANIC SOFTFALL MULCH AS 4422 CERTIFIED

EPDM RUBBER SOFTFALL

FIXING / FOOTING: NOT APPLICABLE
ADDITIONAL OPTIONS: NOT APPLICABLE
AUSTRALIAN
STANDARDS:

AS 4422, AS 4685

STANDARD DRAWING
CROSS REFERENCES:

SDL.4.03 - AG DRAINS
SDL.3.01 - CONCRETE PATH
SDL.5.01 - CONCRETE EDGE STRIP

01 CONCRETE EDGE THICKENING TO SOFTFALL MULCH - SECTION
SCALE: 1:20 @ A4

03 WETPOUR SOFTFALL RUBBER - SECTION
SCALE: 1:20 @ A4 04 WETPOUR SOFTFALL RUBBER TO EXISTING CONCRETE - SECTION

SCALE: 1:20 @ A4

02 EXISTING PATH AND SOFTFALL MULCH - SECTION
SCALE: 1:20 @ A4
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