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A

01 BICYCLE RAIL 
SCALE: 1:20 @ A4

150mm DIAMETER WITH 10mm THICK BASE PLATE

QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

PARKS AND PUBLIC SPACES

PRODUCT: 48.3OD, 2.77MD GALVANISED STEEL BIKE HOOP
SUPPLIER: CONTRACTOR TO NOMINATE
MATERIAL AND
FINISH:

STAINLESS STEEL FINISH BICYCLE RAIL

MINIMUM 12mm HOT DIPPED GALVANISED DYNABOLTS WITH
SHEAR NUTS

FIXING / FOOTING: BOLT DOWN FIXING, INGROUND CONCRETE FOOTING
ADDITIONAL OPTIONS: OR SIMILAR APPROVED
AUSTRALIAN
STANDARDS:

AS 2890.3 BICYCLE PARKING

STANDARD DRAWING
CROSS REFERENCES:

SDL.3.01 - CONCRETE PATH
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CLEARANCE AREA TO BE CLEAR OF ALL
OBSTRUCTIONS, FURNITURE, PLANTS
AND LEVEL CHANGE. PATHS OF GRAVEL
TO BE OUTSIDE OF CLEARANCE AREA.

PLAN

SECTION

FIXED WITH M10 x 75mm MASONRY ANCHORS
AND TAMPER PROOF NUTS

EXISTING SUBGRADE

900

300 x 300 x 300mm DEEP MASS CONCRETE
FOOTING, Min. 25MPa

125mm THICK CONCRETE (REFER DETAIL SR.3.01)

48.3OD, 2.77MD GALVANISED STEEL BIKE HOOP
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