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01 TRAIL BIKE EXCLUSION GATE 
SCALE: 1:25 @A4 02 CONNECTION AND GATE - SECTION
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QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

TO BE CONFIRMED WITH COUNCIL REPRESENTATIVE

PRODUCT:
SUPPLIER: CONTRACTOR TO NOMINATE
MATERIAL AND
FINISH:

76 CHS 3.2 C350 HOT DIP GALVANISED
50 CHS 3.2 C350 HOT DIP GALVANISED

FIXING / FOOTING: INGROUND CONCRETE FOOTING
ADDITIONAL OPTIONS: NOT APPLICABLE
AUSTRALIAN
STANDARDS:
STANDARD DRAWING
CROSS REFERENCES:

CL CL

CL

REFER 02/SDL.2.21

76 CHS 3.2 C350 HOT
DIP GALVANISED

26 DIAMETER STEM, 6CFW
ONTO 10PL CAP, SEAL WELD

76 CHS 3.2 C350 HOT DIP
GALVANISED

150 DEGREE RADIUS

50 CHS - SCALLOPED
BOTH ENDS

50 CHS 3.2 C350 HOT
DIP GALVANISED

EYELET FOR CABLE
CONNECTION
IF REQUIRED

76 CHS 3.5 C350 TOP
RAILS AND POSTS.

HOT DIP GALVANISED

25MPa CONCRETE FOOTING
WITH APPROXIMATELY 30
DEGREE SPLAY AT TOP OF
FOOTING

10PL, 26 DIAMETER HOLE,
6CFW HOT DIP GALVANISED.

16 DIAMETER ROD

32 CHS 2.6 C350, HOT DIP
GALVANISED

10PL, 32 DIAMETER HOLE, 6CFW
HOT DIP GALVANISED. USE 20
DIAMETER PIN THREADED TOP
AND BOTTOM AND FITTED WITH
'GRUB SCREW'

76 CHS 3.5 C350, TOP RAILS AND
POSTS. HOT DIP GALVANISED MITER
JOINT WITH 90 OUTSIDE RADIUS

76 CHS 3.5 C350 TOP RAILS
AND POSTS. HOT DIPPED
GALVANISED

76 CHS 3.2 C350 HOT
DIP GALVANISED
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