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01 COACHES BOX - PLAN
SCALE: 1:25 @ A4

QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

TO BE CONFIRMED WITH COUNCIL REPRESENTATIVE

PRODUCT: COACHES BOX: UDG1-SH310, 2400 X 1000
BOLLARD: CONTRACTOR TO NOMINATE
CONCRETE: CONTRACTOR TO NOMINATE

SUPPLIER: COACHES BOX: URBAN DESIGN GROUP OR SIMILAR APPROVED
BOLLARD: CONTRACTOR TO NOMINATE
CONCRETE: CONTRACTOR TO NOMINATE

MATERIAL AND
FINISH:

COACHES BOX: MESH UPPER SIDE PANELS, ALL OTHER PANELS
SOLID SHEETS. COLOUR TO BE BLACK. ALUMINIUM BENCH SEAT.
FIXED TO THE CONCRETE PAD USING MASONRY BOLTS APPROVED
BY THE SUPERINTENDENT.
BOLLARD: 80NB GALV. STEEL PIPE WITH BLACK POWDERCOAT
CONCRETE: BROOM FINISH

FIXING / FOOTING: COACHES BOX: SURFACE MOUNTED AS PER MANUFACTURER
SPECIFICATION
BOLLARD: INGROUND CONCRETE FOOTING

ADDITIONAL OPTIONS: NOT APPLICABLE
AUSTRALIAN
STANDARDS:

NOT APPLICABLE

STANDARD DRAWING
CROSS REFERENCES:

SDL.3.01 - CONCRETE PATH

03 CONCRETE PAD - SECTION
SCALE: 1:20 @ A402 BOLLARD - SECTION 

SCALE: 1:25 @ A4
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