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2 No. 300mm x 300mm x 300mm DEEP MASS
CONCRETE FOOTING, Min. 25MPa, FOR EACH
BENCH POST.

BLACK POWDER COATED COMMERCIAL
SYSTEMS PICNIC SETTING (TM-4054-53) OR
APPROVED SIMILAR. INSTALLED VIA BOLT
DOWN METHOD IN ACCORDANCE WITH
MANUFACTURER'S RECOMMENDATION.
SURFACE MOUNTED WITH M12 X 75mm
LONG MASONRY ANCHORS AND FIXED
WITH TAMPERPROOF NUT, AS PER
MANUFACTURER'S SPECIFICATION

2 No. 500 x 500 x 500mm DEEP
TABLE FOOTINGS BEHIND

MINIMUM 12mm HOT DIPPED GALVANISED
DYNABOLTS WITH SHEAR NUTS. CHEMSET
DYNABOLTS AND NUTS TO CONCRETE SLAB
AND EXTEND IN TO MINIMUM DEPTH OF
100mm
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02 TIMBER PICNIC SETTING - SECTION
SCALE: 1:20 @ A4

QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

PARKS AND PUBLIC SPACES

PRODUCT: TM-4054-53
SUPPLIER:
MATERIAL AND
FINISH:

BLACK POWDER COATED

MIN. 12mm HOT DIPPED GALVANISED DYNABOLTS WITH SHEAR
NUTS

FIXING / FOOTING: BOLT DOWN FIXING, INGROUND CONCRETE FOOTING
ADDITIONAL OPTIONS: OR SIMILAR APPROVED
AUSTRALIAN
STANDARDS:
STANDARD DRAWING
CROSS REFERENCES:
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