
2 No. ALUMINIUM
FERRULES SECURELY

CRIMPED TO STEEL CABLE

GALVANISED STEEL
THIMBLE

NOMINAL 16mm
DIAMETER, 7 x 7

GALVANISED STEEL CABLE

M16 GALVANISED EYE NUT

M16 x 150mm GALVANISED COACH
BOLT FIXED THROUGH BOLLARD TO EYE

NUT. ENSURE EYE NUT IS WELDED TO
PREVENT FROM BEING UNSCREWED

30mm GAP BETWEEN
TIMBER POST AND
ALUMINIUM FERRULE

ALUMINIUM FERRULE
SECURELY CRIMPED TO
STEEL CABLE AT ENTRY
AND EXIT TO BOLLARD
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CONSERVATION RESERVE FENCING DETAIL
SDL.2.09

A

05 CONSERVATION RESERVE FENCING - SECTION
SCALE: 1:75 @A4

03 END POST - SECTION
SCALE: 1:25 @A4

QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

PERIMETERS OF PARKS AND RESERVES.
TO BE CONFIRMED WITH COUNCIL REPRESENTATIVE

PRODUCT: 150 x 150mm TIMBER BOLLARD

SUPPLIER: CONTRACTOR TO NOMINATE
MATERIAL AND
FINISH:

DRESSED ALL ROUND SEASONED HARDWOOD TIMBER OR WHITE
CYPRESS PINE, NATURAL DURABILITY CLASS 2 OR BETTER
2 COATS MINIMUM OF NATURAL LANOLIN OIL

FIXING / FOOTING: INGROUND CONCRETE FOOTING, AS DETAILED
ADDITIONAL OPTIONS:
AUSTRALIAN
STANDARDS:

STANDARD DRAWING
CROSS REFERENCES:

SDL.2.01 - TIMBER BOLLARD

04 STANDARD POST - SECTION
SCALE: 1:25 @A4

700mm MINIMUM DEEP x 350 - 400mm DIAMETER.
25MPa CONCRETE FOOTING

150 x 150mm DRESSED ALL ROUND SEASONED
HARDWOOD TIMBER BOLLARD. 1800mm LONG,
EMBEDDED 600mm INTO CONCRETE PAD. PROVIDE
16mm DIAMETER PRE-DRILLED HOLES THROUGH POST
FOR CABLE PLACEMENT

CABLE TERMINATION - INTERMEDIATE FERRULES
ARE TO BE 20mm OD x 3mm WALL THICKNESS,
SPACED AT EVERY BAY FOR THE LENGTH OF THE
FENCE

TOP RAIL - 100mm DIAMETER H3 TREATED PINE
TOP RAIL

10mm DIAMETER GALVANISED DECKING PIN, 200mm
LONG TO CONNECT TO TOP RAIL. PRE-DRILLED POST
AND DRILL INTO END GRAIN OF TOP RAIL

DIAGONAL STRAINER CABLE - 1 No. LOOPED
2.5mm MINIMUM DIAMETER HIGH TENSILE
GALVANISED FENCING WIRE

150 x 150mm DRESSED ALL ROUND SEASONED
HARDWOOD TIMBER BOLLARD. 2100mm LONG,
EMBEDDED 900mm INTO CONCRETE PAD.
PROVIDE 16mm DIAMETER PRE-DRILLED HOLES
THROUGH POST FOR CABLE PLACEMENT

HORIZONTAL CABLE - 4 No. 10mm GALVANISED
BRAIDED CABLE WIRE WITH FIBRE INNER, 6 x 24
STRAND, TYPICAL

1000mm MINIMUM DEEP x 350 - 400mm
DIAMETER. 25MPa CONCRETE FOOTING

REFER DETAIL 03 REFER DETAIL 04
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END CABLE TERMINATION - ON EACH CABLE
STRAND, USE 11mm ALUMINUM 'DOUBLE'
FERRULES TO TERMINATE THE CABLE. THE CABLE
IS PULLED THROUGH THE POST AND TIED BACK
INTO THE FERRULE. USE PORTABLE HYDRAULIC
PRESS TO CRIMP
HORIZONTAL CABLE - 4 No. 10mm GALVANISED
BRAIDED CABLE WIRE WITH FIBRE INNER, 6 x 24
STRAND, TYPICAL

01 STEEL ROPE TERMINATION - SECTION
SCALE: NTS @A4 02 INTERMEDIATE BOLLARD FIXING - SECTION

SCALE: NTS @A4

1500mm SPACING TO
BE PROVIDED ONLY AT
DESIGNATED LOCATION

COMPACTED SUBGRADE COMPACTED SUBGRADE
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