
ROOTBALL
DIAMETER

(A)

FORM A PROMINENT WATER BASIN
WITH SOIL BACKFILL

EXISTING SUBGRADE

75mm LAYER OF APPROVED MULCH.
PLACE MINIMUM 75mm FROM THE

BASE OF TRUNK.

DO NOT COVER TOP OF ROOTBALL WITH BACKFILL OR
MULCH. ROOTBALL TO SIT ABOVE (MAX. 20mm) NATURAL
GROUND LEVEL.

ALL TREES TO BE IN ACCORDANCE WITH AS2303:2015. TREES
TO BE WELL GROWN AND FREE OF PESTS AND DISEASES AT
TIME OF DELIVERY. WATER PRIOR TO PLANTING. REMOVE
SUPPLIER TAGS AND STAKES.

STAKE WITH 2 No. 1800 x 50 x 50mm HARDWOOD STAKES
DRIVEN 600mm INTO THE GROUND, TO BE INSTALLED
OUTSIDE OF TREE DRIPLINE. TIE WITH CONTINUOUS 50mm
WEBBING STAPLED TO STAKES, LOOPED IN A FIGURE EIGHT
CONFIGURATION.

PLANTING HOLE EXCAVATED TO A DEPTH EQUAL TO THE
ROOTBALL HEIGHT. DIAMETER OF HOLE TO BE 2.5 - 3.0
TIMES THE ROOTBALL. BASE OF HOLE TO BE DISH
SHAPED. BACKFILL WITH EXCAVATED MATERIAL. WHERE
BACKFILL CONSISTS OF WET HEAVY CLAY, USE APPROVED
LOCAL TOPSOIL.

PLACE ROOTBALL ON LEVEL AND COMPACTED SUBGRADE

TREE TIES SHOULD ALLOW SOME
MOVEMENT OF THE TREE TO PROMOTE

HEALTHY ROOT STRUCTURE

FORM BOWL SHAPE TO BOTTOM OF PLANTING HOLE
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QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

TO BE CONFIRMED WITH COUNCIL REPRESENTATIVE

PRODUCT: AS SPECIFIED BY LANDSCAPE ARCHITECT OR COUNCIL
REPRESENTATIVE

SUPPLIER: CONTRACTOR TO NOMINATE
MATERIAL AND
FINISH:

AS SPECIFIED BY LANDSCAPE ARCHITECT OR COUNCIL
REPRESENTATIVE

FIXING / FOOTING: NOT APPLICABLE
ADDITIONAL OPTIONS: NOT APPLICABLE
AUSTRALIAN
STANDARDS:

AS 2303

STANDARD DRAWING
CROSS REFERENCES:

01 ADVANCED TREE PLANTING - SECTION
SCALE: 1:25 @ A4 02 ADVANCED TREE PLANTING - PLAN

SCALE: 1:25 @ A4


	Sheets and Views
	SDL 6.01


