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A

01 BIN ENCLOSURE - SECTION
SCALE: 1:20 @ A4

WHITTLESEA BIN SURROUND 'BN30'.
FIXED TO PAVING IN ACCORDANCE TO

MANUFACTURER'S RECOMMENDATION

LITTER BIN

FRONT VIEW SIDE VIEW
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LITTER BIN

QUICK SPECIFICATION
APPLICATION OR
TYPICAL LOCATION:

PARKS AND PUBLIC SPACES

PRODUCT: WHITTLESEA 'BN30' BIN ENCLOSURE
SUPPLIER: URBAN DESIGN GROUP
MATERIAL AND
FINISH:

MILD STEEL BODY, POWDERCOATED 'DUNE'

LASER CUT LOGO

STAINLESS STEEL LID AND SPLASH SURROUND

120L IN GENERAL APPLICATION

240L IN COMMERCIAL APPLICATION AND REGIONAL OPEN SPACES

FIXING / FOOTING: AS PER MANUFACTURER'S RECOMMENDATION
ADDITIONAL OPTIONS: NOT APPLICABLE
AUSTRALIAN
STANDARDS:
STANDARD DRAWING
CROSS REFERENCES:

SDL.3.01 - CONCRETE PATH

NOTES:
LITTER BINS ARE TO BE LOCATED IN HIGHER ORDER
PARKS THAT HAVE BEEN DESIGNED TO ENCOURAGE
EXTENDED STAYS/VISITS (IE PARKS CONTAINING
BARBEQUES AND PICNIC FACILITIES). BINS SHOULD
NOT BE LOCATED WITHIN LOWER ORDER PARKS
AND RESERVES. BINS ARE PROVIDED IN THE
INTEREST OF PUBLIC HEALTH AND TO ENSURE
CLEAN, AESTHETICALLY PLEASING OPEN SPACE.

LITTER BINS SHALL BE INSTALLED ON A
125mm THICK CONCRETE PAD INSTALLED
ON A 75mm DEPTH CLASS 2 20mm FCR
BASE. THE PAD SHALL INCLUDE SL72 MESH
WITH A MINIMUM 50mm TOP COVER. THE
CONCRETE PAD SHALL BE PLAIN GREY AND
UN-TEXTURED FOR EASE OF CLEANING.

ALL BIN SHELTERS SHALL BE SECURED
WITH A COUNCIL ABLOY BARREL LOCK.

LITTER BINS SHALL BE FITTED WITH A
STANDARD 120 LITRE PLASTIC BIN INNER.
COUNCIL WILL CONSIDER BINS WITH A 240
LITRE CAPACITY.

LITTER BINS MUST INCLUDE A CIGARETTE
BUTT-OUT PLATE
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MIN. 12mm HOT DIPPED GALVANISED 4 No.
DYNABOLTS WITH SHEAR NUTS. CHEMSET
DYNABOLTS AND NUTS TO CONCRETE SLAB
AND EXTEND IN TO MIN. DEPTH OF 100mm
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